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Lumiverso Company is comprised of a team 
of experts in the field of lighting technology for  

the Retail & Fashion sector. Since 2004, we are present 
on the professional lighting market. Being pioneers in 

employing semiconductor based LED light sources, we have 
attained enormous experiencein their usage and through 

the collaboration with the leading suppliers of lighting 
fixtures and components, our products have a reputation 

of being the most reliable on the Polish market.
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L2
LED Track Light 40W Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source

522-x40-1x900S 4000K/90 36W/40W 3785lm/5030lm Samsung Standard Type
522-x35-1x900S 3500K/90 36W/40W 3705lm/4930lm Samsung Standard Type
522-x30-1x900S 3000K/90 36W/40W 3600lm/4785lm Samsung Standard Type
522-x40-1x600Y 4000K/96 36W/40W 2945lm/3915lm Citizen Natural Type
522-x30-1x600Y 3000K/96 36W/40W 2770lm/3685lm Citizen Natural Type
522-x32-1x500C 3200K/95 36W/40W 2790lm/3715lm Citizen Vivid Series
522-x24-1x700C 2400K/97 36W/40W 2590lm/3445lm Citizen Vivid Series
522-xLP-1x000C Light Pink 36W/40W 1825lm/2430lm Citizen Vivid Series
522-xPW-1x000C Plant White 36W/40W 2370lm/3150lm Citizen Horticulture Series
522-xPR-1x000C Plant Red Blue 36W/40W 1500lm/2000lm Citizen Horticulture Series
522-x35-1x900I 3500K/90 36W/40W 3620lm/4815lm Philips Premium White
522-x30-1x900I 3000K/90 36W/40W 3440lm/4580lm Philips Premium White
522-x30-1x900R 3000K/90 36W/40W 3230lm/4300lm Philips Premium Color
522-x32-1x500V 3200K/95 36W/40W 3275lm/4220lm Vossloh-Schwabe ClearWhite
522-x31-1x500V 3100K/95 36W/40W 3160lm/4205lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 522-140-14900S = white) 
*x (Beam angle) 1-15°, 2-25°, 3-35°, 4-45°, 6-60° (eg. 522-140-14900S = 45°)

TECHNICAL SPECIFICATION

diameter: Φ 95mm
length: 250mm
height: 284mm  
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 15°, 25°, 35°, 45° or 60° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

PARAMETERS
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250 mm

DIMENSIONS

LED COB

LIGHT SOURCE

OPTIONAL FEATURES

barn door L2 surface mounting L2 recessed montage

ACCESSORIES
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L2 PRO
LED Track Light 40W Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source

522-x40-1x910S 4000K/90 36W/40W 3785lm/5030lm Samsung Standard Type
522-x35-1x910S 3500K/90 36W/40W 3705lm/4930lm Samsung Standard Type
522-x30-1x910S 3000K/90 36W/40W 3600lm/4785lm Samsung Standard Type
522-x40-1x610Y 4000K/96 36W/40W 2945lm/3915lm Citizen Natural Type
522-x30-1x610Y 3000K/96 36W/40W 2770lm/3685lm Citizen Natural Type
522-x32-1x510C 3200K/95 36W/40W 2790lm/3715lm Citizen Vivid Series
522-x24-1x710C 2400K/97 36W/40W 2590lm/3445lm Citizen Vivid Series
522-xLP-1x010C Light Pink 36W/40W 1825lm/2430lm Citizen Vivid Series
522-xPW-1x010C Plant White 36W/40W 2370lm/3150lm Citizen Horticulture Series
522-xPR-1x010C Plant Red Blue 36W/40W 1500lm/2000lm Citizen Horticulture Series
522-x35-1x910I 3500K/90 36W/40W 3620lm/4815lm Philips Premium White
522-x30-1x910I 3000K/90 36W/40W 3440lm/4580lm Philips Premium White
522-x30-1x910R 3000K/90 36W/40W 3230lm/4300lm Philips Premium Color
522-x32-1x510V 3200K/95 36W/40W 3275lm/4220lm Vossloh-Schwabe ClearWhite
522-x31-1x510V 3100K/95 36W/40W 3160lm/4205lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 522-140-14910S = white) 
*x (Beam angle) 1-15°, 2-25°, 3-35°, 4-45°, 6-60° (eg. 522-140-14910S = 45°)

230 mm
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diameter: Φ 95mm
length: 230mm
height: 265mm  
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 15°, 25°, 35°, 45° or 60° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

PARAMETERS

LIGHT SOURCE

OPTIONAL FEATURES

DIMENSIONS

barn door

ACCESSORIES

TECHNICAL SPECIFICATION

LED COB
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Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
522-x40-1x911S 4000K/90 36W/40W 3785lm/5030lm Samsung Standard Type
522-x35-1x911S 3500K/90 36W/40W 3705lm/4930lm Samsung Standard Type
522-x30-1x911S 3000K/90 36W/40W 3600lm/4785lm Samsung Standard Type
522-x40-1x611Y 4000K/96 36W/40W 2945lm/3915lm Citizen Natural Type
522-x30-1x611Y 3000K/96 36W/40W 2770lm/3685lm Citizen Natural Type
522-x32-1x511C 3200K/95 36W/40W 2790lm/3715lm Citizen Vivid Series
522-x24-1x711C 2400K/97 36W/40W 2590lm/3445lm Citizen Vivid Series
522-xLP-1x011C Light Pink 36W/40W 1825lm/2430lm Citizen Vivid Series
522-xPW-1x011C Plant White 36W/40W 2370lm/3150lm Citizen Horticulture Series
522-xPR-1x011C Plant Red Blue 36W/40W 1500lm/2000lm Citizen Horticulture Series
522-x35-1x911I 3500K/90 36W/40W 3620lm/4815lm Philips Premium White
522-x30-1x911I 3000K/90 36W/40W 3440lm/4580lm Philips Premium White
522-x30-1x911R 3000K/90 36W/40W 3230lm/4300lm Philips Premium Color
522-x32-1x511V 3200K/95 36W/40W 3275lm/4220lm Vossloh-Schwabe ClearWhite
522-x31-1x511V 3100K/95 36W/40W 3160lm/4205lm Vossloh-Schwabe PearlWhite

L2 PRO DALI
LED Track Light 40W

*x (Housing) 1-white, 9-black (eg. 522-140-14911S = white) 
*x (Beam angle) 1-15°, 2-25°, 3-35°, 4-45°, 6-60° (eg. 522-140-14911S = 45°)

TECHNICAL SPECIFICATION

230 mm
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diameter: Φ 95mm
length: 230mm
height: 265mm  
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 15°, 25°, 35°, 45° or 60° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

PARAMETERS

barn door

LIGHT SOURCE

OPTIONAL FEATURES

ACCESSORIES

DIMENSIONS

TECHNICAL SPECIFICATION

LED COB
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L2 PRO CASAMBI
LED Track Light 28W Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source

522-x40-7x915S 4000K/90 25W/28W 2675lm/3555lm Samsung Standard Type
522-x35-7x915S 3500K/90 25W/28W 2620lm/3485lm Samsung Standard Type
522-x30-7x915S 3000K/90 25W/28W 2545lm/3385lm Samsung Standard Type
522-x40-7x615Y 4000K/96 25W/28W 1965lm/2610lm Citizen Natural Type
522-x30-7x615Y 3000K/96 25W/28W 1850lm/2460lm Citizen Natural Type
522-x32-7x515C 3200K/95 25W/28W 1860lm/2475lm Citizen Vivid Series
522-x24-7x715C 2400K/97 25W/28W 1725lm/2295lm Citizen Vivid Series
522-xLP-7x015C Light Pink 25W/28W 1215lm/1620lm Citizen Vivid Series
522-xPW-7x015C Plant White 25W/28W 1580lm/2100lm Citizen Horticulture Series
522-xPR-7x015C Plant Red Blue 25W/28W 1000lm/1330lm Citizen Horticulture Series
522-x35-7x915I 3500K/90 25W/28W 2415lm/3210lm Philips Premium White
522-x30-7x915I 3000K/90 25W/28W 2295lm/3050lm Philips Premium White
522-x30-7x915R 3000K/90 25W/28W 2155lm/2865lm Philips Premium Color
522-x32-7x515V 3200K/95 25W/28W 2260lm/3005lm Vossloh-Schwabe ClearWhite
522-x31-7x515V 3100K/95 25W/28W 2250lm/2995lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 522-140-74915S = white) 
*x (Beam angle) 1-15°, 2-25°, 3-35°, 4-45°, 6-60° (eg. 522-140-74915S = 45°)

TECHNICAL SPECIFICATION

226 mm
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diameter: Φ 95mm
length: 226mm
height: 270mm  
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 15°, 25°, 35°, 45° or 60° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

PARAMETERS

barn door

LIGHT SOURCE

OPTIONAL FEATURES

DIMENSIONS

ACCESSORIES

LED COB
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D1
LED Track Light 10W

diameter: Φ 56mm
length: 90mm
heigth: 150mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 15°, 25°, 38° or 60° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

PARAMETERS

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Finishing Color Light Source
520-x130-2x910L 3000K/90 7W/10W 530lm/750lm white Lumileds Standard Type
520-x930-2x910L 3000K/90 7W/10W 530lm/750lm black Lumileds Standard Type

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 9-black (eg. 520-1130-23910L = white) 
*x (Beam angle) 1-15°, 2-25°, 3-38°, 6-60° (eg. 520-1130-23910L = 38°)
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Ø 56 mm

LIGHT SOURCE

OPTIONAL FEATURES

DIMENSIONS

LED COB D1 surface mounting

ACCESSORIES



30 31

L1
LED Track Light 15W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
521-x40-3x910C 4000K/90 13W/15W 1295lm/1550lm Citizen Standard Type
521-x30-3x910C 3000K/90 13W/15W 1275lm/1530lm Citizen Standard Type
521-x40-3x610Y 4000K/96 13W/15W 1105lm/1325lm Citizen Natural Type
521-x30-3x610Y 3000K/96 13W/15W 1040lm/1245lm Citizen Natural Type

diameter: Φ 70mm
length: 145mm
height: 231mm  
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 15°, 25° or 35° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

*x (Housing) 1-white, 9-black (eg. 521-140-33910C = white) 
*x (Beam angle) 1-15°, 2-25°, 3-35° (eg. 521-140-33910C = 35°)

PARAMETERS
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L1 surface mounting

LIGHT SOURCE

OPTIONAL FEATURES

ACCESSORIES

DIMENSIONS

TECHNICAL SPECIFICATION

LED COB
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D3
LED Track Light 28W

diameter: Φ 100mm
length: 70mm
height: 169mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 24° or 36° 
light source: LED COB
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
403-x40-7x910S 4000K/90 25W/28W 2675lm/3555lm Samsung Standard Type
403-x35-7x910S 3500K/90 25W/28W 2620lm/3485lm Samsung Standard Type
403-x30-7x910S 3000K/94 25W/28W 2545lm/3385lm Samsung Standard Type
403-x40-7x610Y 4000K/96 25W/28W 1965lm/2610lm Citizen Natural Type
403-x30-7x610Y 3000K/96 25W/28W 1850lm/2460lm Citizen Natural Type
403-x32-7x510C 3200K/95 25W/28W 1860lm/2475lm Citizen Vivid Series
403-x24-7x710C 2400K/97 25W/28W 1725lm/2295lm Citizen Vivid Series
403-xLP-7x010C Light Pink 25W/28W 1215lm/1620lm Citizen Vivid Series
403-xPW-7x010C Plant White 25W/28W 1580lm/2100lm Citizen Horticulture Series
403-xPR-7x010C Plant Red Blue 25W/28W 1000lm/1330lm Citizen Horticulture Series
403-x35-7x910I 3500K/90 25W/28W 2415lm/3210lm Philips Premium White
403-x30-7x910I 3000K/90 25W/28W 2295lm/3050lm Philips Premium White
403-x30-7x910R 3000K/90 25W/28W 2155lm/2865lm Philips Premium Color
403-x32-7x510V 3200K/95 25W/28W 2260lm/3005lm Vossloh-Schwabe ClearWhite
403-x31-7x510V 3100K/95 25W/28W 2250lm/2995lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 403-140-72910S = white) 
*x (Beam angle) 2-24°, 3-36° (eg. 403-140-72910S = 24°)

TECHNICAL SPECIFICATION

70 mm

16
9 

m
m Ø 100 mm

PARAMETERS

LIGHT SOURCE OPTIONAL FEATURES

DIMENSIONS

LED COB
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B2
LED Track Light 28W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
492-x40-7x900S 4000K/90 25W/28W 2580lm/3555lm SamsungStandard Type
492-x35-7x900S 3500K/90 25W/28W 2525lm/3485lm Samsung Standard Type
492-x30-7x900S 3000K/90 25W/28W 2450lm/3385lm Samsung Standard Type
492-x40-7x600Y 4000K/96 25W/28W 1890lm/2610lm Citizen Natural Type
492-x30-7x600Y 3000K/96 25W/28W 1780lm/2460lm Citizen Natural Type
492-x32-7x500C 3200K/95 25W/28W 1795lm/2475lm Citizen Vivid Series
492-x24-7x700C 2400K/97 25W/28W 1665lm/2295lm Citizen Vivid Series
492-xLP-7x000C Light Pink 25W/28W 1175lm/1620lm Citizen Vivid Series
492-xPW-7x000C Plant White 25W/28W 1520lm/2100lm Citizen Horticulture Series
492-xPR-7x000C Plant Red Blue 25W/28W 965lm/1330lm Citizen Horticulture Series
492-x32-7x500V 3200K/95 25W/28W 2180lm/3005lm Vossloh-Schwabe ClearWhite
492-x31-7x500V 3100K/95 25W/28W 2170lm/2995lm Vossloh-Schwabe PearlWhite

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 9-black (eg. 492-140-73900S = white) 
*x (Beam angle) 2-24°, 3-38° (eg. 492-140-73900S = 38°)
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diameter: Φ 100mm
length: 210mm
height: 270mm  
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 24° or 38° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

PARAMETERS

OPTIONAL FEATURESLIGHT SOURCE

DIMENSIONS

LED COB
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L15
LED Track Light 30W

diameter: Φ 93mm
length: 175mm
height: 242mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 15°, 25°, 35° or 60° 
light source: LED COB
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
524-x40-8x910S 4000K/90 27W/30W 3055lm/4065lm Samsung Standard Type
525-x30-8x910S 3500K/90 27W/30W 2995lm/3985lm Samsung Standard Type
524-x30-8x910S 3000K/94 27W/30W 2910lm/3870lm Samsung Standard Type
524-x40-8x610Y 4000K/96 27W/30W 2245lm/2985lm Citizen Natural Type
524-x30-8x610Y 3000K/96 27W/30W 2110lm/2810lm Citizen Natural Type
524-x32-8x510C 3200K/95 27W/30W 2125lm/2830lm Citizen Vivid Series
524-x24-8x710C 2400K/97 27W/30W 1970lm/2625lm Citizen Vivid Series
524-xLP-8x010C Light Pink 27W/30W 1390lm/1850lm Citizen Vivid Series
524-xPW-8x010C Plant White 27W/30W 1805lm/2400lm Citizen Horticulture Series
524-xPR-8x010C Plant Red Blue 27W/30W 1145lm/1520lm Citizen Horticulture Series
524-x35-8x910I 3500K/90 27W/30W 2760lm/3670lm Philips Premium White
524-x30-8x910I 3000K/90 27W/30W 2625lm/3490lm Philips Premium White
524-x30-8x910R 3000K/90 27W/30W 2460lm/3275lm Philips Premium Color
524-x32-8x510V 3200K/95 27W/30W 2415lm/3215lm Vossloh-Schwabe ClearWhite
524-x31-8x510V 3100K/95 27W/30W 2410lm/3205lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 524-140-82910S = white) 
*x (Beam angle) 1-15°, 2-25°, 3-35°, 6-60° (eg. 524-140-82910S = 25°)

TECHNICAL SPECIFICATION

Φ
93
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m

175 mm

242 m
m

PARAMETERS

LIGHT SOURCE OPTIONAL FEATURES

DIMENSIONS

LED COB
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L8
LED Track Light 28W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
528-x40-7x910S 4000K/90 25W/28W 3235lm/3555lm Samsung Standard Type
528-x35-7x910S 3500K/90 25W/28W 3170lm/3485lm Samsung Standard Type
528-x30-7x910S 3000K/90 25W/28W 3075lm/3385lm Samsung Standard Type
528-x40-7x610Y 4000K/96 25W/28W 2375lm/2610lm Citizen Natural Type
528-x30-7x610Y 3000K/96 25W/28W 2235lm/2460lm Citizen Natural Type
528-x32-7x510C 3200K/95 25W/28W 2250lm/2475lm Citizen Vivid Series
528-x24-7x710C 2400K/97 25W/28W 2085lm/2295lm Citizen Vivid Series
528-xLP-7x010C Light Pink 25W/28W 1470lm/1620lm Citizen Vivid Series
528-xPW-7x010C Plant White 25W/28W 1910lm/2100lm Citizen Horticulture Series
528-xPR-7x010C Plant Red Blue 25W/28W 1210lm/1330lm Citizen Horticulture Series
528-x35-7x910I 3500K/90 25W/28W 2920lm/3210lm Philips Premium White
528-x30-7x910I 3000K/90 25W/28W 2775lm/3050lm Philips Premium White
528-x30-7x910R 3000K/90 25W/28W 2865lm/2865lm Philips Premium Color
528-x32-7x510V 3200K/95 25W/28W 2730lm/3005lm Vossloh-Schwabe ClearWhite
528-x31-7x510V 3100K/95 25W/28W 2725lm/2995lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 528-140-72910S = white) 
*x (Beam angle) 2-20°, 3-30°, 6-60° (eg. 528-140-72910S = 20°)

TECHNICAL SPECIFICATION

diameter: Φ 90mm
height: 108mm
length: 198,4 mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 20°, 30° or 60° 
light source: LED COB
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

PARAMETERS

198,4mm

108 m
m

OPTIONAL FEATURESLIGHT SOURCE

DIMENSIONS

LED COB
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W2
LED Track Light 40W Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source

412-x40-16900S 4000K/90 36W/40W 3690lm/5030lm Samsung Standard Type
412-x35-16900S 3500K/90 36W/40W 3620lm/4930lm Samsung Standard Type
412-x30-16900S 3000K/90 36W/40W 3515lm/4785lm Samsung Standard Type
412-x40-16600Y 4000K/96 36W/40W 2875lm/3915lm Citizen Natural Type
412-x30-16600Y 3000K/96 36W/40W 2705lm/3685lm Citizen Natural Type
412-x32-16500C 3200K/95 36W/40W 2725lm/3715lm Citizen Vivid Series
412-x24-16700C 2400K/97 36W/40W 2525lm/3445lm Citizen Vivid Series
412-xLP-16000C Light Pink 36W/40W 1780lm/2430lm Citizen Vivid Series
412-xPW-16000C Plant White 36W/40W 2315lm/3150lm Citizen Horticulture Series
412-xPR-16000C Plant Red Blue 36W/40W 1465lm/2000lm Citizen Horticulture Series
412-x35-16900I 3500K/90 36W/40W 3535lm/4815lm Philips Premium White
412-x30-16900I 3000K/90 36W/40W 3360lm/4580lm Philips Premium White
412-x30-16900R 3000K/90 36W/40W 3155lm/4300lm Philips Premium Color
412-x32-16500V 3200K/95 36W/40W 3095lm/4220lm Vossloh-Schwabe ClearWhite
412-x31-16500V 3100K/95 36W/40W 3085lm/4205lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 412-140-16900S = white)

TECHNICAL SPECIFICATION

PARAMETERS

LIGHT SOURCE

DIMENSIONS

lamp head width: 115mm
length: 210mm
height: 250mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 60° 
light source: LED COB
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

OPTIONAL FEATURES

LED COB
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LED Track Light 30W-50W
W3

length: 390mm
width: 146mm 
height: 87mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 80°x100° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

DIMENSIONSPARAMETERS

LIGHT SOURCE

LED SMD

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
382-x40-58910A 4000K/90 45W/50W 4355lm/6550lm San’an Standard Type
382-x30-58910A 3000K/90 45W/50W 3891lm/5850lm San’an Standard Type
382-x40-48910A 4000K/90 36W/40W 3485lm/5240lm San’an Standard Type
382-x40-48910A 3000K/90 36W/40W 3115lm/4680lm San’an Standard Type
382-x40-38910A 4000K/90 27W/30W 2615lm/3930lm San’an Standard Type
382-x30-38910A 3000K/90 27W/30W 2335lm/3510lm San’an Standard Type

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 9-black (eg. 382-140-58910A = white)

OPTIONAL FEATURES

TECHNICAL SPECIFICATION
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LED Track Light 30W-60W
W4

390 mm

70
 m

m

length: 390mm
width: 225mm 
height: 70mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 90° or „double asymmetric” 
light source: LED SMD
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

DIMENSIONSPARAMETERS

LIGHT SOURCE

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
381-x40-6x910L 4000K/90 54W/60W 5225lm/7860lm Lumileds Standard Type
381-x30-6x910L 3500K/90 54W/60W 4670lm/7020lm Lumileds Standard Type
381-x40-4x910L 4000K/90 36W/40W 3485lm/5240lm Lumileds Standard Type
381-x40-4x910L 3000K/90 36W/40W 3115lm/4680lm Lumileds Standard Type
381-x40-3x910L 4000K/90 27W/30W 2615lm/3930lm Lumileds Standard Type
381-x30-3x910L 3000K/90 27W/30W 2335lm/3510lm Lumileds Standard Type

TECHNICAL SPECIFICATION

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

LED SMD

*x (Housing) 1-white, 9-black (eg. 381-140-69910L = white) 
*x (Beam angle) 0-double asymmetric, 9-90° (eg. 381-140-69910L = 90°)
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LED Track Light 30W-60W
W5

length: 292mm (30W, 40W) 422mm (60W)
width: 60mm 
height: 148mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 30°x60°, 60°x90°, 75°x100° or double asymmetric 
light source: LED SMD
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

DIMENSIONSPARAMETERS

LIGHT SOURCE

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
383-x40-6x910A 4000K/90 54W/60W 5225lm/7860lm San’an Standard Type
383-x30-6x910A 3000K/90 54W/60W 4670lm/7020lm San’an Standard Type
383-x40-4x910A 4000K/90 36W/40W 3485lm/5240lm San’an Standard Type
383-x40-4x910A 3000K/90 36W/40W 3115lm/4680lm San’an Standard Type
383-x40-3x910A 4000K/90 27W/30W 2615lm/3930lm San’an Standard Type
383-x30-3x910A 3000K/90 27W/30W 2335lm/3510lm San’an Standard Type

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 9-black (eg. 383-140-63910A = white) 
*x (Beam angle) 0-double asymmetric, 3-30°x60°, 6-60°x90°, 7-75°x100° (eg. 383-140-63910A = 30°x60°)

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

LED SMD
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LED Track Light 40W-80W
W6

length: 390mm
width: 146mm 
height: 87mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 80°x100° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

DIMENSIONSPARAMETERS

LIGHT SOURCE

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
382-x40-58910A 4000K/90 45W/50W 4355lm/6550lm San’an Standard Type
382-x30-58910A 3000K/90 45W/50W 3891lm/5850lm San’an Standard Type
382-x40-48910A 4000K/90 36W/40W 3485lm/5240lm San’an Standard Type
382-x40-48910A 3000K/90 36W/40W 3115lm/4680lm San’an Standard Type
382-x40-38910A 4000K/90 27W/30W 2615lm/3930lm San’an Standard Type
382-x30-38910A 3000K/90 27W/30W 2335lm/3510lm San’an Standard Type

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 9-black (eg. 382-140-58910A = white)

OPTIONAL FEATURES

LED SMD
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LED Track Light 45W-55W
W7

length: 435mm
width: 122,8mm 
height: 96mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 16°, 24°, 38° or 50°  
light source: LED SMD
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc.
SDCM: 3
IP: 20

DIMENSIONSPARAMETERS

LIGHT SOURCE

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
385-x40-5x910A 4000K/90 50W/55W 5250lm/7205lm San’an Standard Type
385-x30-5x910A 3000K/90 50W/55W 4500lm/6435lm San’an Standard Type
385-x40-4x910A 4000K/90 40W/45W 4200lm/5890lm San’an Standard Type
385-x40-4x910A 3000K/90 40W/45W 3600lm/5265lm San’an Standard Type

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 9-black (eg. 385-140-53910A = white) 
*x (Beam angle) 1-16°, 2-24°, 3-38°, 5-50° (eg. 385-140-53910A = 38°)

OPTIONAL FEATURES

LED SMD
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LED Track Light 40W-80W
W8

length: 580mm
width: 190mm 
height: 116mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 30°, 60°, 90°, 110°, single asymmetric  
or double asymmetric 
light source: LED SMD
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc.
SDCM: 3
IP: 20

DIMENSIONSPARAMETERS

LIGHT SOURCE

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
384-x40-8x910A 4000K/90 72W/80W 6965lm/10480lm San’an Standard Type
384-x30-8x910A 3000K/90 72W/80W 6225lm/9360lm San’an Standard Type
384-x40-6x910A 4000K/90 54W/60W 5225lm/7860lm San’an Standard Type
384-x40-6x910A 3000K/90 54W/60W 4670lm/7020lm San’an Standard Type
384-x40-4x910A 4000K/90 36W/40W 3485lm/5240lm San’an Standard Type
384-x40-4x910A 3000K/90 36W/40W 3115lm/4680lm San’an Standard Type

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 9-black (eg. 384-140-83910A = white) 
*x (Beam angle) 0-double asymmetric, 1-single asymmetric, 2-110°, 3-30°, 6-60°, 9-90° (eg. 384-140-83910A = 30°)

OPTIONAL FEATURES

LED SMD
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LED Linear Lamp 2*30W
W9

length: 1202mm
width: 95mm 
height: 64mm
power factor (PF): >0,95
voltage: 230V AC (via 3-phase track) 
beam angle: 30° or 90° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
compatible with track lights: GLOBAL trac, Unipro, etc. 
SDCM: 3
IP: 20

DIMENSIONSPARAMETERS

LIGHT SOURCE

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
529-x40-8x910M 4000K/90 54W/60W 4590m/7020lm Smalite Standard Type
529-x30-8x910M 3000K/90 54W/60W 4320lm/6480lm Smalite Standard Type

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 2-silver, 9-black (eg. 529-140-63910M = white) 
*x (Beam angle) 3-30°, 9-90° (eg. 529-140-63910M = 30°)

OPTIONAL FEATURES

LED SMD
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3-PHASE TRACKS
and accessories

max. voltage: 400V
max. current: 16A
available colors: white (RAL9003) or black (RAL9005)
length: 1000mm, 2000mm or 3000mm
width: 31,5mm
height: 32,5mm
compatible with adapters: GLOBAL trac, Unipro, etc

connectors
81-05-xxx

hanging kit
81-06-xxx

PARAMETERS

ACCESSORIES

Code Color Length
80-01-413 white 1000mm
80-01-412 black 1000mm
80-02-423 white 2000mm
80-02-422 black 2000mm
80-03-433 white 3000mm
80-03-432 black 3000mm

TECHNICAL SPECIFICATION

DIMENSIONS
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LED Module 28W
AR111

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
533-240-7x930S 4000K/90 25W/28W 2490lm/3555lm Samsung Standard Type
533-235-7x930S 3500K/90 25W/28W 2435lm/3485lm Samsung Standard Type
533-230-7x930S 3000K/90 25W/28W 2365lm/3385lm Samsung Standard Type
533-240-7x630Y 4000K/96 25W/28W 1825lm/2610lm Citizen Natural Type
533-230-7x630Y 3000K/96 25W/28W 1720lm/2460lm Citizen Natural Type
533-232-7x530C 3200K/95 25W/28W 1730lm/2475lm Citizen Vivid Series
533-224-7x730C 2400K/97 25W/28W 1605lm/2295lm Citizen Vivid Series
533-2LP-7x030C Light Pink 25W/28W 1130lm/1620lm Citizen Vivid Series
533-2PW-7x030C Plant White 25W/28W 1470lm/2100lm Citizen Horticulture Series
533-2PR-7x030C Plant Red Blue 25W/28W 930lm/1330lm Citizen Horticulture Series
533-232-7x530V 3200K/95 25W/28W 2100lm/3005lm Vossloh-Schwabe ClearWhite
533-231-7x530V 3100K/95 25W/28W 2095lm/2995lm Vossloh-Schwabe PearlWhite

*x (Beam angle) 1-15°, 2-24°, 3-36°, 4-45° (eg. 533-240-74930S = 45°)

diameter: Φ 111mm
height: 75mm
power factor (PF): >0,95 
voltage: 230V AC (via external 700mA LED driver)
beam angle: 15°, 24°, 36° or 45° 
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

PARAMETERS DIMENSIONS

LIGHT SOURCE OPTIONAL FEATURES

TECHNICAL SPECIFICATION

LED COB
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AR111
LED Module 18W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
533-240-5x930S 4000K/90 16W/18W 1775lm/2540lm Samsung Standard Type
533-235-7x930S 3500K/90 16W/18W 1740lm/2490lm Samsung Standard Type
533-230-5x930S 3000K/90 16W/18W 1690lm/2415lm Samsung Standard Type
533-240-5x630Y 4000K/96 16W/18W 1305lm/1865lm Citizen Natural Type
533-230-5x630Y 3000K/96 16W/18W 1230lm/1755lm Citizen Natural Type
533-232-5x530C 3200K/95 16W/18W 1235lm/1770lm Citizen Vivid Series
533-224-5x730C 2400K/97 16W/18W 1145lm/1640lm Citizen Vivid Series
533-2LP-5x030C Light Pink 16W/18W 810lm/1155lm Citizen Vivid Series
533-2PW-5x030C Plant White 16W/18W 1050lm/1500lm Citizen Horticulture Series
533-2PR-5x030C Plant Red Blue 16W/18W 665lm/950lm Citizen Horticulture Series
533-232-5x530V 3200K/95 16W/18W 1560lm/2230lm Vossloh-Schwabe ClearWhite
533-231-5x530V 3100K/95 16W/18W 1550lm/2220lm Vossloh-Schwabe PearlWhite

*x (Beam angle) 1-15°, 2-24°, 3-36°, 4-45° (eg. 533-240-54930S = 45°)

diameter: Φ 111mm
height: 55mm
power factor (PF): >0,95 
voltage: 230V AC (via external 500mA LED driver)
beam angle: 15°, 24°, 36° or 45° 
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

PARAMETERS DIMENSIONS

LIGHT SOURCE OPTIONAL FEATURES

TECHNICAL SPECIFICATION

LED COB
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ANTIGLARE
LED Downlight 28W

Code CCT /CRI Power LED/Fixture Φ Fixture/LED Light source
535-x40-7x930S 4000K/90 25W/28W 2385lm/3555lm Samsung Standard Type
535-x35-7x930S 3500K/90 25W/28W 2340lm/3485lm Samsung Standard Type
535-x30-7x930S 3000K/94 25W/28W 2270lm/3385lm Samsung Standard Type
535-x40-7x630Y 4000K/96 25W/28W 1750lm/2610lm Citizen Natural Type
535-x30-7x630Y 3000K/96 25W/28W 1650lm/2460lm Citizen Natural Type
535-x32-7x530C 3200K/95 25W/28W 1660lm/2475lm Citizen Vivid Series
535-x24-7x730C 2400K/97 25W/28W 1540lm/2295lm Citizen Vivid Series
535-xLP-7x030C Light Pink 25W/28W 1085lm/1620lm Citizen Vivid Series
535-xPW-7x030C Plant White 25W/28W 1410lm/2100lm Citizen Horticulture Series
535-xPR-7x030C Plant Red Blue 25W/28W 895lm/1330lm Citizen Horticulture Series
535-x32-7x530V 3200K/95 25W/28W 2015lm/3005lm Vossloh-Schwabe ClearWhite
535-x31-7x530V 3100K/95 25W/28W 2010lm/2995lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 535-140-74930S = white)
*x (Beam angle) 1-15°, 2-24°, 3-36°, 4-45° (eg. 535-140-74930S = 45°)

TECHNICAL SPECIFICATION

diameter: Φ 148mm
height: 116mm
cut hole: Φ 135mm
power factor (PF): >0,95 
voltage: 230V AC (via external 700mA LED driver)
beam angle: 15°, 24°, 36° or 45° 
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

PARAMETERS DIMENSIONS

LIGHT SOURCE OPTIONAL FEATURES

LED COB
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ANTIGLARE
LED Downlight 18W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
535-x40-5x930S 4000K/90 16W/18W 1705lm/2540lm Samsung Standard Type
535-x35-5x930S 3500K/90 16W/18W 1670lm/2490lm Samsung Standard Type
535-x30-5x930S 3000K/90 16W/18W 1620lm/2415lm Samsung Standard Type
535-x40-5x630Y 4000K/96 16W/18W 1250lm/1865lm Citizen Natural Type
535-x30-5x630Y 3000K/96 16W/18W 1180lm/1755lm Citizen Natural Type
535-x32-5x530C 3200K/95 16W/18W 1185lm/1770lm Citizen Vivid Series
535-x24-5x730C 2400K/97 16W/18W 1100lm/1640lm Citizen Vivid Series
535-xLP-5x030C Light Pink 16W/18W 775lm/1155lm Citizen Vivid Series
535-xPW-5x030C Plant White 16W/18W 1005lm/1500lm Citizen Horticulture Series
535-xPR-5x030C Plant Red Blue 16W/18W 640lm/950lm Citizen Horticulture Series
535-x32-5x530V 3200K/95 16W/18W 1495lm/2230lm Vossloh-Schwabe ClearWhite
535-x31-5x530V 3100K/95 16W/18W 1490lm/2220lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 535-140-54930S = white)
*x (Beam angle) 1-15°, 2-24°, 3-36°, 4-45° (eg. 535-140-54930S = 45°)

TECHNICAL SPECIFICATION

diameter: Φ 148mm
height: 93mm
cut hole: Φ 135mm
power factor (PF): >0,95 
voltage: 230V AC (via external 500mA LED driver)
beam angle: 15°, 24°, 36° or 45° 
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

PARAMETERS DIMENSIONS

LIGHT SOURCE OPTIONAL FEATURES

LED COB



68 69

PULL OUT
LED Downlight 35W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
525-x40-9x930S 4000K/90 32W/35W 3330lm/4430lm Samsung Standard Type
525-x35-9x930S 3500K/90 32W/35W 3265lm/4340lm Samsung Standard Type
525-x30-9x930S 3000K/90 32W/35W 3170lm/4215lm Samsung Standard Type
525-x40-9x630Y 4000K/96 32W/35W 2525lm/3355lm Citizen Natural Type
525-x30-9x630Y 3000K/96 32W/35W 2375lm/3160lm Citizen Natural Type
525-x32-9x530C 3200K/95 32W/35W 2395lm/3185lm Citizen Vivid Series
525-x24-9x730C 2400K/97 32W/35W 2220lm/2950lm Citizen Vivid Series
525-xLP-9x030C Light Pink 32W/35W 1565lm/2080lm Citizen Vivid Series
525-xPW-9x030C Plant White 32W/35W 2030lm/2700lm Citizen Horticulture Series
525-xPR-9x030C Plant Red Blue 32W/35W 1290lm/1715lm Citizen Horticulture Series
525-x35-9x930I 3500K/90 32W/35W 3105lm/4130lm Philips Premium White
525-x30-9x930I 3000K/90 32W/35W 2950lm/3925lm Philips Premium White
525-x30-9x930R 3000K/90 32W/35W 2770lm/3685lm Philips Premium Color
525-x32-9x530V 3200K/95 32W/35W 2720lm/3615lm Vossloh-Schwabe ClearWhite
525-x31-9x530V 3100K/95 32W/35W 2710lm/3605lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 525-140-92930S = white) 
*x (Beam angle) 1-15°, 2-25°, 3-35°, 6-60° (eg. 525-140-92930S = 25°)

cut hole: Φ 147mm 
diameter: Φ 156mm
internal height: 126mm (when tilt = 0°) 
exterial height: 92mm (when tilt = 45°0 
max. tilt: 45°
max rotation: 355° 
power factor (PF): >0,95 
voltage: 230V AC (via external 900mA LED driver)
beam angle: 15°, 25°, 35° or 60° 
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

PARAMETERS

45
°

DIMENSIONS

ACCESSORIESLIGHT SOURCE

OPTIONAL FEATURES

grille 205x205x1,5mm 
(painted steel)

grille 360x205x1,5mm 
(painted steel)

grille Φ 220 
(painted steel)

TECHNICAL SPECIFICATION

LED COB
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MODULAR
LED Downlight 28W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
534-x40-7x9x0S 4000K/90 25W/28W 2490lm/3555lm Samsung Standard Type
534-x35-7x9x0S 3500K/90 25W/28W 2435lm/3485lm Samsung Standard Type
534-x30-7x9x0S 3000K/90 25W/28W 2365lm/3385lm Samsung Standard Type
534-x40-7x6x0Y 4000K/96 25W/28W 1825lm/2610lm Citizen Natural Type
534-x30-7x6x0Y 3000K/96 25W/28W 1720lm/2460lm Citizen Natural Type
534-x32-7x5x0C 3200K/95 25W/28W 1730lm/2475lm Citizen Vivid Series
534-x24-7x7x0C 2400K/97 25W/28W 1605lm/2295lm Citizen Vivid Series
534-xLP-7x0x0C Light Pink 25W/28W 1130lm/1620lm Citizen Vivid Series
534-xPW-7x0x0C Plant White 25W/28W 1470lm/2100lm Citizen Horticulture Series
534-xPR-7x0x0C Plant Red Blue 25W/28W 930lm/1330lm Citizen Horticulture Series
534-x32-7x5x0V 3200K/95 25W/28W 2100lm/3005lm Vossloh-Schwabe ClearWhite
534-x31-7x5x0V 3100K/95 25W/28W 2095lm/2995lm Vossloh-Schwabe PearlWhite

*x (Housing) 1-white, 9-black (eg. 534-140-74910S = white) 
*x (Beam angle) 1-15°, 2-24°, 3-36°, 4-45° (eg. 534-140-74910S = 45°) 
*x (Version) 1-single, 2-double (eg. 534-140-74910S = single) 
With double module version, power and lumen output multiply two times.

TECHNICAL SPECIFICATION

single: 
length: 182mm
height: 97mm  
double: 
width: 334mm
length: 185mm 
height: 73mm 
power factor (PF): >0,95 
voltage: 230V AC (via external 700mA LED driver)
beam angle: 15°, 24°, 36° or 45° 
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

PARAMETERS DIMENSIONS

LIGHT SOURCE OPTIONAL FEATURES

LED COB
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MODULAR
LED Downlight 18W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
534-x40-5x9x0S 4000K/90 16W/18W 1775lm/2540lm Samsung Standard Type
534-x35-5x9x0S 3500K/90 16W/18W 1740lm/2490lm Samsung Standard Type
534-x30-5x9x0S 3000K/90 16W/18W 1690lm/2415lm Samsung Standard Type
534-x40-5x6x0Y 4000K/96 16W/18W 1305lm/1865lm Citizen Natural Type
534-x30-5x6x0Y 3000K/96 16W/18W 1230lm/1755lm Citizen Natural Type
534-x32-5x5x0C 3200K/95 16W/18W 1235lm/1770lm Citizen Vivid Series
534-x24-5x7x0C 2400K/97 16W/18W 1145lm/1640lm Citizen Vivid Series
534-xLP-5x0x0C Light Pink 16W/18W 810lm/1155lm Citizen Vivid Series
534-xPW-5x0x0C Plant White 16W/18W 1050lm/1500lm Citizen Horticulture Series
534-xPR-5x0x0C Plant Red Blue 16W/18W 665lm/950lm Citizen Horticulture Series
534-x32-5x5x0V 3200K/95 16W/18W 1560lm/2230lm Vossloh-Schwabe ClearWhite
534-x31-5x5x0V 3100K/95 16W/18W 1550lm/2220lm Vossloh-Schwabe ClearWhite

*x (Housing) 1-white, 9-black (eg. 534-140-54910S = white) 
*x (Beam angle) 1-15°, 2-24°, 3-36°, 4-45° (eg. 534-140-54910S = 45°) 
*x (Version) 1-single, 2-double (eg. 534-140-54910S = single) 
With double module version, power and lumen output multiply two times.

TECHNICAL SPECIFICATION

single: 
length: 182mm
height: 97mm  
double: 
width: 334mm
length: 185mm 
height: 73mm 
power factor (PF): >0,95 
voltage: 230V AC (via external 500mA LED driver)
beam angle: 15°, 24°, 36° or 45° 
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

PARAMETERS DIMENSIONS

OPTIONAL FEATURESLIGHT SOURCE

LED COB
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ALSD8
LED Downlight 11W-28W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED
43-31-191 4000K/80 28W/30W 3015lm/4095lm
43-31-291 3000K/80 28W/30W 2870lm/3900lm
43-21-191 4000K/80 22W/24W 2345lm/3185lm
43-21-291 3000K/80 22W/24W 2230lm/3035lm
43-18-191 4000K/80 18W/20W 2010lm/2730lm
43-18-291 3000K/80 18W/20W 1915lm/2600lm
43-15-191 4000K/80 16W/18W 1675lm/2275lm
43-15-291 3000K/80 16W/18W 1595lm/2165lm
43-12-191 4000K/80 11W/13W 1175lm/1595lm
43-12-291 3000K/80 11W/13W 1115lm/1515lm

TECHNICAL SPECIFICATION

diameter: Φ 220mm
height: 78mm  
cut hole: Φ 200mm
voltage: 200-240V AC (via external LED driver) 
beam angle: 90° 
LED power: 11W-28W 
light source: LED SMD
CRI: CRI>80 
SDCM: 3
IP: 20

PARAMETERS DIMENSIONS

LIGHT SOURCE

OPTIONAL FEATURES

LED SMD
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TLSD8
LED Downlight 11W-28W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED
43-30-101 4000K/80 28W/30W 3400lm/4200lm
43-30-201 3000K/90 28W/30W 2700lm/3300lm
43-24-101 4000K/80 22W/24W 2645lm/3265lm
43-24-201 3000K/90 22W/24W 2100lm/2565lm
43-21-101 4000K/80 18W/20W 2270lm/2800lm
43-21-201 3000K/90 18W/20W 1800lm/2200lm
43-18-101 4000K/80 16W/18W 1890lm/2335lm
43-18-201 3000K/90 16W/18W 1500lm/1835lm
43-13-101 4000K/80 11W/13W 1320lm/1635lm
43-13-201 3000K/90 11W/13W 1050lm/1285lm

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

diameter: Φ 240mm 
height: 45mm 
cut hole: Φ200mm 
voltage: 200-240V AC (via external LED driver) 
beam angle: 100° 
LED power: 11W-28W
light source: LED SMD
CRI: CRI>80 
SDCM: 3
IP: 20

TECHNICAL SPECIFICATION

PARAMETERS

LED SMD



78 79

DEEP RECESSED
LED Spotlight 5W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Finishing Color
63-05-1xx1 4000K/90 5W/6W 540lm/630lm white
63-05-1xx2 4000K/90 5W/6W 540lm/630lm silver matte
63-05-1xx3 4000K/90 5W/6W 540lm/630lm silver glossy
63-05-1xx4 4000K/90 5W/6W 540lm/630lm copper matte
63-05-1xx5 4000K/90 5W/6W 540lm/630lm copper glossy
63-05-1xx9 4000K/90 5W/6W 540lm/630lm black
63-05-2xx1 3000K/90 5W/6W 510lm/600lm white
63-05-2xx2 3000K/90 5W/6W 510lm/600lm silver matte
63-05-2xx3 3000K/90 5W/6W 510lm/600lm silver glossy
63-05-2xx4 3000K/90 5W/6W 510lm/600lm copper matte
63-05-2xx5 3000K/90 5W/6W 510lm/600lm copper glossy
63-05-2xx9 3000K/90 5W/6W 510lm/600lm black

TECHNICAL SPECIFICATION

OPTIONAL FEATURES

diameter: Φ 89mm 
height: 69mm 
cut hole: Φ79mm 
power factor (PF): >0,95
voltage: 230V AC (via external 150mA LED driver) 
beam angle: 24°, 36° or 55°
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 44

PARAMETERS LIGHT SOURCE

*x (Beam angle) 2-24°, 3-36° or 5-55° (eg. 63-05-1311 = 36°) 
*x (Housing) 1-white, 9-black (eg. 63-05-1311 = white)

LED COB
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DEEP RECESSED 
LED Spotlight 10W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Finishing Color
63-10-1xx1 4000K/90 10W/11W 750lm/1050lm white
63-10-1xx2 4000K/90 10W/11W 750lm/1050lm silver matte
63-10-1xx3 4000K/90 10W/11W 750lm/1050lm silver glossy
63-10-1xx4 4000K/90 10W/11W 750lm/1050lm copper matte
63-10-1xx5 4000K/90 10W/11W 750lm/1050lm copper glossy
63-10-1xx9 4000K/90 10W/11W 750lm/1050lm black
63-10-2xx1 3000K/90 10W/11W 700lm/1000lm white
63-10-2xx2 3000K/90 10W/11W 700lm/1000lm silver matte
63-10-2xx3 3000K/90 10W/11W 700lm/1000lm silver glossy
63-10-2xx4 3000K/90 10W/11W 700lm/1000lm copper matte
63-10-2xx5 3000K/90 10W/11W 700lm/1000lm copper glossy
63-10-2xx9 3000K/90 10W/11W 700lm/1000lm black

TECHNICAL SPECIFICATION

OPTIONAL FEATURES

diameter: Φ 89mm 
height: 108mm 
cut hole: Φ79mm 
power factor (PF): >0,95
voltage: 230V AC (via external 250mA driver) 
beam angle: 24°, 36° or 55°
light source: LED COB
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 44

PARAMETERS LIGHT SOURCE

*x (Beam angle) 2-24°, 3-36° or 5-55° (eg. 63-10-1311 = 36°) 
*x (Housing) 1-white, 9-black (eg. 63-10-1311 = white)

LED COB
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7575 LINEAR  
LUMINAIRES
LED

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Length
10x-212-43x0 3000K/90 50W/56W 4215lm/8015lm 120cm
10x-112-43x0 4000K/90 50W/56W 4215lm/8015lm 120cm
10x-215-43x0 3000K/90 63W/70W 5268lm/10100lm 150cm
10x-115-43x0 4000K/90 63W/70W 5268lm/10100lm 150cm
10x-218-43x0 3000K/90 75W/84W 6322lm/12130lm 180cm
10x-118-43x0 4000K/90 75W/84W 6322lm/12130lm 180cm
10x-224-43x0 3000K/90 100W/112W 8429lm/16170lm 240cm
10x-124-43x0 4000K/90 100W/112W 8429lm/16170lm 240cm
10x-230-43x0 3000K/90 126W/140W 10537lm/20210lm 300cm
10x-130-43x0 4000K/90 126W/140W 10537lm/20210lm 300cm

TECHNICAL SPECIFICATION

width: 75mm
height: 75mm
voltage: 230V AC 
beam angle: 150°
driver: Tridonic LED ADVANCED series 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 40

*other lengths available on special request

PARAMETERS DIMENSIONS

built-in spotlight

ACCESSORIES LIGHT SOURCE

LED SMD

*x (Housing) 1-white, 2-silver, 9-black (eg. 101-112-4300 white) 
*x (Montage) 0-surface mounting, 2-suspended montage (eg. 101-110-4300 surface mounting)
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7575 SQUARE
LUMINAIRES
LED

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Dimensions
11x-210-43x0 3000K/90 152W/168W 12644lm/24150lm 97cm x 97cm
11x-110-43x0 4000K/90 152W/168W 12644lm/24150lm 97cm x 97cm
11x-215-43x0 3000K/90 236W/264W 19668lm/37565lm 147cm x 147cm
11x-115-43x0 4000K/90 236W/264W 19668lm/37565lm 147cm x 147cm

width: 75mm
height: 75mm
voltage: 230V AC 
beam angle: 150°
driver: Tridonic LED ADVANCED series 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 40

*other lengths available on special request

built-in spotlight

PARAMETERS

ACCESSORIES LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

LED SMD

*x (Housing) 1-white, 2-silver, 9-black (eg. 111-110-4300 white) 
*x (Montage) 0-surface mounting, 2-suspended montage (eg. 111-110-4300 surface mounting)
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3570 LINEAR
LUMINAIRES
LED

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Type Light Source
11x-112-4x20 4000K/90 36W/40W 3000lm/5000lm Lens San’an Standard Type
11x-212-4x20 3000K/90 36W/40W 3000lm/5000lm Lens San’an Standard Type
11x-112-4020 4000K/90 36W/40W 2800lm/5000lm Prism San’an Standard Type
11x-212-4020 3000K/90 36W/40W 2800lm/5000lm Prism San’an Standard Type

length: 1200mm 
width: 35mm
height: 70mm 
power factor (PF): >0,95
voltage: 230V AC 
beam angle: 32°, 48° (lens version) or 120° (prism version)
driver: Tridonic LED ADVANCED series 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 40

*up/down version available on special request

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 2-silver, 9-black (eg. 111-112-4320 = white) 
*x (Beam angle in “lens” version only) 0-double asymmetric, 3-32°, 4-48° (eg. 111-112-4320 = 32°)

LED SMD
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Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
12x-112-4020 4000K/90 36W/40W 2800lm/5000lm San’an Standard Type
12x-212-4020 3000K/90 36W/40W 2800lm/5000lm San’an Standard Type

length: 1200mm 
width: 50mm
height: 65mm 
power factor (PF): >0,95
voltage: 230V AC 
beam angle: 120° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 40

*L-shape lamps and square lamps available on special request

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

*x (Housing) 1-white, 2-silver, 9-black (eg. 121-112-4020 = white)

5065 LINEAR
LUMINAIRES
LED

LED SMD
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ROUND
LUMINAIRES
LED

CODE CCT/CRI Power LED/Fixture Φ Fixture/LED Diameter Light Source
51x-106-0509x0 4000K/90 45W/50W 4750lm/6750lm 60cm Lumileds Standard Type
51x-206-0509x0 3000K/90 45W/50W 4000lm/6000lm 60cm Lumileds Standard Type
51x-112-1109x0 4000K/90 100W/110W 10450lm/14850lm 120cm Lumileds Standard Type
51x-212-1109x0 3000K/90 100W/110W 8800lm/13200lm 120cm Lumileds Standard Type
51x-118-1609x0 4000K/90 145W/160W 15200lm/21600lm 180cm Lumileds Standard Type
51x-218-1609x0 3000K/90 145W/160W 12800lm/19200lm 180cm Lumileds Standard Type

height: 80mm
power factor (PF): >0,95 
voltage: 230V AC 
beam angle: 120°
UGR: UGR<19 
light source: LED SMD 
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 40

*other diameters available on special request

TECHNICAL SPECIFICATION

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

*x (Housing) 1-white, 9-black (eg. 511-106-050900 = white) 
*x (Montage) 0-surface, 2-suspended (eg. 511-106-050900 = surface)

LED SMD
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LED PANEL
CRI>90 UGR<19
596x596

10 mm
596 mm

CODE CCT/CRI Power LED/Fixture Φ Fixture/LED
421-140-199201 4000K/90 36W/42W 4490lm/5250lm
421-140-999201 4000K/90 30W/36W 3850lm/4500lm
421-140-799201 4000K/90 24W/27W 2995lm/3500lm
421-140-699201 4000K/90 20W/23W 2565lm/3000lm
421-140-599201 4000K/90 17W/19W 2140lm/2500lm

length: 596 mm
width: 596mm
height: 11,5mm
power factor (PF): >0,95 
voltage: 230V AC (via external LED driver) 
beam angle: 140°
UGR: UGR<19 
light source: LED SMD 
CRI: CRI>90 
SDCM: 3
IP: 40

TECHNICAL SPECIFICATION

PARAMETERS

ACCESSORIES

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

LED SMD

ceiling frame hanging kit
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LED PANEL
CRI>90
ROUND 800

Ø20 mm

800 mm

2000 m
m

diameter: 800mm
height: 20mm 
suspension height: 2000mm 
power factor (PF): >0,95
voltage: 230V AC (via external LED drivers) 
beam angle: 140° 
light source: LED SMD
CRI: CRI>90
SDCM: 3 
IP: 20

TECHNICAL SPECIFICATION

CODE CCT/CRI Power LED/Fixture Φ Fixture/LED
39-82-211 3250K/90 65W/72W 6369lm/7650lm 

PARAMETERS DIMENSIONS

LIGHT SOURCE

OPTIONAL FEATURES

LED SMD
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HIGH BAY CONE
LED 40W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light source
559-x40-14940S 4000K/90 36W/40W 3785lm/5030lm Samsung Standard Type
559-x35-14940S 3500K/90 36W/40W 3705lm/4930lm Samsung Standard Type
559-x30-14940S 3000K/90 36W/40W 3600lm/4785lm Samsung Standard Type
559-x40-14640Y 4000K/96 36W/40W 2945lm/3915lm Citizen Natural Type
559-x30-14640Y 3000K/96 36W/40W 2770lm/3685lm Citizen Natural Type
559-x32-14540C 3200K/95 36W/40W 2790lm/3715lm Citizen Vivid Series
559-x24-14740C 2400K/97 36W/40W 2590lm/3445lm Citizen Vivid Series
559-xLP-14040C Light Pink 36W/40W 1825lm/2430lm Citizen Vivid Series
559-xPW-14040C Plant White 36W/40W 2370lm/3150lm Citizen Horticulture Series
559-xPR-14040C Plant Red Blue 36W/40W 1500lm/2000lm Citizen Horticulture Series
559-x32-14540V 3200K/95 36W/40W 3275lm/4220lm Vossloh-Schwabe ClearWhite
559-x31-14540V 3100K/95 36W/40W 3160lm/4205lm Vossloh-Schwabe PearlWhite

TECHNICAL SPECIFICATION

OPTIONAL FEATURES

Ø 325 mm

37
0 

m
m

diameter: Φ 325mm
height: 370mm
rope length: 550mm (adjustable) 
power factor (PF): >0,95
voltage: 230V AC 
beam angle: 40°  
light source: LED SMD 
CRI: CRI>90 (R9>50) 
SDCM: 3 
IP: 20

LIGHT SOURCE

DIMENSIONSPARAMETERS

*x (Housing) 1-white, 9-black (eg. 559-140-14940S = white)

LED COB
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LED 18W
PENDANT ONE

diameter: Φ 80mm
height: 180mm
suspension length: 2000mm  
power factor (PF): >0,95
voltage: 230V AC 
beam angle: 24° or 60° 
light source: LED COB 
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 20

LIGHT SOURCE

DIMENSIONS

TECHNICAL SPECIFICATION

Code CCT/CRI Power LED/Fixture Ф Fixture/LED
1520lm/2180lm 
1520lm/2180lm 
1520lm/2180lm 
1520lm/2180lm 
1520lm/2180lm 
1420lm/1975lm 
1420lm/1975lm 
1420lm/1975lm 
1420lm/1975lm 
1420lm/1975lm 

16W/18W
16W/18W
16W/18W
16W/18W  
16W/18W
16W/18W 
16W/18W 
16W/18W 
16W/18W 
16W/18W

4000K/90 
4000K/90
4000K/90 
4000K/90
4000K/90
3000K/90 
3000K/90 
3000K/90 
3000K/90 
3000K/90

53-18-1xx1
53-18-1xx4
53-18-1xx6 
53-18-1xx8 
53-18-1xx9 
53-18-2xx1 
53-18-2xx4 
53-18-2xx6 
53-18-2xx8 
53-18-2xx9

PARAMETERS

*x (Beam angle) 2-24°, 6-60° (eg. 53-18-1611 = 60°) 
*x (Housing) 1-white, 9-black (eg. 53-18-1611 = white)

Finishing colour
white matte 

copper glossy 
gold glossy 
black glossy 
black matte 
white matte 

copper glossy 
gold glossy 
black glossy 
black matte

LED COB
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LED 18W
CEILING ONE

diameter: Φ 80mm
height: 180mm
power factor (PF): >0,95
voltage: 230V AC 
beam angle: 24° or 60°
light source: LED COB
CRI: CRI<90 (R9>50) 
SDCM: 3
IP: 20

DIMENSIONS

TECHNICAL SPECIFICATION

Code CCT/CRI Power LED/Fixture Ф Fixture/LED Finishing colour
white matte 

copper glossy 
gold glossy 
black glossy 
black matte 
white matte 

copper glossy 
gold glossy 
black glossy 
black matte

1520lm/2180lm 
1520lm/2180lm 
1520lm/2180lm 
1520lm/2180lm 
1520lm/2180lm 
1420lm/1975lm 
1420lm/1975lm 
1420lm/1975lm 
1420lm/1975lm 
1420lm/1975lm

16W/18W
16W/18W
16W/18W
16W/18W  
16W/18W
16W/18W 
16W/18W 
16W/18W 
16W/18W 
16W/18W

4000K/90 
4000K/90
4000K/90 
4000K/90
4000K/90
3000K/90
3000K/90 
3000K/90 
3000K/90 
3000K/90

53-38-1xx1
53-38-1xx4
53-38-1xx6 
53-38-1xx8 
53-38-1xx9 
53-38-2xx1
53-38-2xx4 
53-38-2xx6 
53-38-2xx8 
53-38-2xx9

PARAMETERS

*x (Beam angle) 2-24°, 6-60° (eg. 53-38-1611 = 60°) 
*x (Housing) 1-white, 9-black (eg. 53-38-1611 = white)

LIGHT SOURCE

LED COB
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Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
451-940-1291xB 4000K/90 1W 75lm/110lm Toyonia Standard Type
451-930-1291xB 3000K/90 1W 65lm/100lm Toyonia Standard Type

length: 28mm 
diameter: 16mm
power factor (PF): >0,95
voltage: 48V DC (via magnetic track)
beam angle: 20° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 20

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

*x (Dimming) 0-no dimming, 1-DALI (eg. 451-940-12911B = DALI)

M1
Magnetic LED Track Light 1W

LED SMD
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M3
Magnetic LED Track Light 3W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
451-940-3291xB 4000K/90 3W 225lm/330lm Toyonia Standard Type
451-930-3291xB 3000K/90 3W 195lm/300lm Toyonia Standard Type

length: 45mm 
diameter: 25mm
power factor (PF): >0,95
voltage: 48V DC (via magnetic track)
beam angle: 20° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 20

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

*x (Dimming) 0-no dimming, 1-DALI (eg. 451-940-32911B = DALI)

LED SMD



112 113

M10
Magnetic LED Track Light 10W

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Light Source
451-940-0x91xB 4000K/90 9W/10W 750lm/1100lm Toyonia Standard Type
451-930-0x91xB 3000K/90 9W/10W 650lm/1000lm Toyonia Standard Type

length: 118mm 
diameter: 55mm
power factor (PF): >0,95
voltage: 48V DC (via magnetic track)
beam angle: 15°, 24°, 36°, 45° or 60° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 20

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

*x (Beam angle) 1-15°, 2-24°, 3-36°, 4-45°, 6-60° (eg. 451-940-02911B = 24°) 
*x (Dimming) 0-no dimming, 1-DALI (eg. 451-940-02911B = DALI)

LED SMD
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M-SPOT
Magnetic LED Track Light  
8W-24W

length: 22mm 
heigth: 42mm
power factor (PF): >0,95
voltage: 48V DC (via magnetic track)
beam angle: 24° or 36° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 20

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

*x (Beam angle) 2-24°, 3-36° (eg. 453-940-22911B = 24°)
*x (Dimming) 0-no dimming, 1-DALI (eg. 453-940-22911B = DALI)

LED SMD

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Length Light source
453-940-2x91xB 4000K/90 22W/24W 1800lm/2640lm 691mm Toyonia Standard Type
453-930-2x91xB 3000K/90 22W/24W 1560lm/2400lm 691mm Toyonia Standard Type
453-940-1x91xB 4000K/90 14W/16W 1200lm/1760lm 463mm Toyonia Standard Type
453-930-1x91xB 3000K/90 14W/16W 1400lm/1600lm 463mm Toyonia Standard Type
453-940-0x91xB 4000K/90 7W/8W 600lm/880lm 235mm Toyonia Standard Type
453-930-0x91xB 3000K/90 7W/8W 520lm/800lm 235mm Toyonia Standard Type
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M-LINE
Magnetic LED Track Light  
8W-24W

length: 22mm 
heigth: 42mm
power factor (PF): >0,95
voltage: 48V DC (via magnetic track)
beam angle: 120° 
light source: LED SMD
CRI: CRI>90 (R9>50) 
SDCM: 3
IP: 20

PARAMETERS

LIGHT SOURCE

DIMENSIONS

OPTIONAL FEATURES

TECHNICAL SPECIFICATION

*x (Dimming) 0-no dimming, 1-DALI (eg. 454-940-20911B = DALI)

LED SMD

Code CCT/CRI Power LED/Fixture Φ Fixture/LED Length Light source
454-940-2091xB 4000K/90 22W/24W 1800lm/2640lm 691mm Toyonia Standard Type
454-930-2091xB 3000K/90 22W/24W 1560lm/2400lm 691mm Toyonia Standard Type
454-940-1091xB 4000K/90 14W/16W 1200lm/1760lm 463mm Toyonia Standard Type
454-930-1091xB 3000K/90 14W/16W 1400lm/1600lm 463mm Toyonia Standard Type
454-940-0091xB 4000K/90 7W/8W 600lm/880lm 235mm Toyonia Standard Type
454-930-0091xB 3000K/90 7W/8W 520lm/800lm 235mm Toyonia Standard Type
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MAGNETIC TRACKS
and accessories

max. voltage: 48V DC 
avaliable color: black (RAL9005)
length: 1000mm, 2000mmm or 3000mm
width: 26,2mm (type A and B), 70mm (type C)
height: 26,8mm (type A), 52,2mm (type B and C)

PARAMETERS DIMENSIONS

TECHNICAL SPECIFICATION

Code Color Length Installation Method Type
450-01-019 black 1000mm surface/suspended A
450-01-029 black 2000mm surface/suspended A
450-01-039 black 3000mm surface/suspended A
450-02-019 black 1000mm surface/suspended B
450-02-029 black 2000mm surface/suspended B
450-02-039 black 3000mm surface/suspended B
450-03-019 black 1000mm recessed C
450-03-029 black 2000mm recessed C
450-03-039 black 3000mm recessed C

connectors

ACCESSORIES

hanging kit





 ul. Krakowska 29E, 50-424 Wrocław, Polandlumiverso.com+48 500 301 443


